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= |deal for lighting trees and shrubs or outlining smaller structures
« Listed for wet location

= Use 3” or 6” lamp spacing for shrubs and smaller trees

= Use 12" lamp spacing for structures and larger trees

< Lamps included

« Transformer sold separately

QUICK REFERENCE INSTALLATION INSTRUCTIONS

1. Screw mount mounting plate onto surface.
2. Place lightstring over plate and secure with cable tie.
CLEAR CAP SCREW 3. Use cable ties only to secure on tree branches.
CABLE TIE 4. Use insulated staples to secure to tree trunks
(Do not pierce wire insulation).
5. Strip wire at beginning of run to make connection to

REPLACEABLE .. e
INCANDESCENT power source.(Do not power until installation is complete)
LAMP 6. Seal end of run and any connections with silicone or other

moisture resistant sealant.

Do not exceed maximum run length per circuit.
Lightstring is available in pre-cut sections or can be field cut.
MOUNTING PLATE

TO POWER DARK GREEN MAX. RUN PER CIRCUIT (7 AMPS or LESS)
SOURCE 18 GAUGE PARALLEL WIRE o TAMP SPACING
DARK GREEN TYPE 3 6" 12"
SOCKET A 40FT. | 80FT. | 160FT.
B 25FT. | S50FT. | 100FT

*DRAWING NOT TO SCALE-

SPECIFICATIONS

PRODUCT CODE LAMP LAMP SPACING
cLs A 24V 1.OW INCANDESCENT LAMP ( 25,000 HRS RATED LIFE) 3 3" ON CENTER
B 24V 1.8W INCANDESCENT LAMP ( 25,000 HRS RATED LIFE) 6 6” ON CENTER

12 12" ON CENTER
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